
Harnesses & Belts

ONE AND
DONE.

CHA0000000020EN

INNOTEXPROTECTION.COM

© 2023 INNOTEX Inc. Products are distributed in the U.S.A. by INNOTEX CORP. All 
rights reserved. TM, ® and the INNOTEX logo are registered trademarks of INNOTEX. 
† All other trademarks are the property of their respective owners. INNOTEX reserves 
the right at any time to discontinue or change specifications, price, design, features, 
models or equipment without incurring any obligation. Printed In Canada.

INNOTEX® USA
2397 Harts Ferry Road
Ohatchee, AL  36271
USA

INNOTEX® CANADA
275 Gouin Street
Richmond, QC J0B 2HO
Canada

CUSTOMER SERVICE
1-888-821-3121 (U.S. & Canada)
Tel: 819-826-5971
Fax: 819-826-5195

INNOTEX®

EXTERNAL CLASS II HARNESS
The INNOTEX® External Class II harness 
is worn externally over the turnout pants. 
It is available with lightweight Cobra 
aluminum buckles. The self-adjusting 
leg straps automatically tighten when 
the harness is used for rappelling. The 
harness fits a full range of sizes.

FEATURES
• Sizes: 28” – 42”

• Webbing: 1.75” & 1.25” 100% Kevlar®

• Hardware: Forged steel (Buckles & D-ring)

• Six 4" belt loops and two inside leg loops

• �Certified NFPA 1983: 2017 Standard on Life Safety Rope and 
Equipment for Emergency Services

• Weight: 2.0 lbs ± 0.2 lbs



READY WHEN YOU NEED IT, 
OUT OF THE WAY  
WHEN YOU DON’T. 
THE STURDY CLASS II HARNESS is 
integrated into our INNOTEX® ENERGY™ 
turnout pants between the outer shell and 
the liner system so it’s immediately accessible 
when you need it and out of the way when 
you don’t. Rigging the harness is as easy  
as donning the pants. One and done.

MADE OF 100% DUPONTTM KEVLAR® 
WEBBING with high-strength Kevlar®  
stitching and heavy-duty hardware for 
extreme durability. The harness system can be 
set up left-to-right or right-to-left, depending 
on your preference. Its hook & D closure 
ensures optimal speed and secure fastening.

THE EXTRA-STABLE DOUBLE-LAYERED 
A-FRAME is stowed on the waist belt and 
comes equipped with sliding D-rings for easy 
attachment to an escape system. Adjusters 
on the waist band and leg loops provide a 
customized fit for superior comfort. Loading 
the harness automatically brings the leg  
loops into the appropriate seating position. 
The entire harness can be quickly removed  
for easy care and maintenance. 

FEATURES
A	� Easy-opening hook & loop belt loops, 

front and back

B	 Sliding D-ring to attach an escape system

C	 Sliding D-ring to attach to a tether

D	 Leg loops

E	 Quick-release stow tab for tether

F	� Various pocket options to store rescue devices 
Ex: 9” x 9” self-rescue pocket with Kevlar®  
and polymer-coated aramid available. 
Extra-large 10” x 10” cargo pocket is shown.

G	 Pass-through opening

H	� Opening covered with outer shell fabric 
to prevent water from infiltrating the pants  
and to add structural integrity. 
Stress points are reinforced with bar tacks.

I	 Stable a-frame design (carabiner not included)

The integrated harness option is available in sizes 
30 to 54 only. Comes with our neoprene-padded 
H-back suspenders that attach to horizontal loops, 
so there is no metal hardware to dig in or catch.
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Gemtor™ 544 FR Class II Harness 
Classified by Underwriters Laboratories Inc. 
in accordance with NFPA 1983-2017 57AF

I

G

INNOTEX®

PREMIUM ESCAPE BELT
Designed to be worn on the turnout pants. 
Adjustable to fit a large range of sizes.

The gross adjustment on the back of the belt allows the 
firefighter to adjust the belt to the rough size needed. 
It only takes a few minutes to adjust the gross adjuster, 
and once donned, the forward-pull fine adjustment strap 
allows the belt to be tightened or relaxed for a custom 
fit. The Premium Escape belt comes standard with one 
fixed D-ring and one sliding D-ring, both of which are 
NFPA certified attachment / positioning points.

FEATURES
• Sizes: 28” – 52”

• Webbing: 1.75” 100% Kevlar®

• Buckles: Forged steel (Buckles & D-ring)

• Six 4" belt loops

• �Certified NFPA 1983: 2017 Standard on Life Safety  
Rope and Equipment for Emergency Services

• Weight: 1.4 lbs ± 0.2 lbs

Easy-to-use lightweight belt with a single-point 
adjustment feature that lets the firefighter quickly adjust 
to the proper fit. The Escape Belt series has 1.75” nylon 
construction and comes standard with an attachment 
point for a bailout system and/or connecting an NFPA 
ladder strap.

FEATURES
• Sizes: 28” – 52”

• Webbing: 1.75” 100% Nylon FR

• Hardware: Aluminum

• Six 4" belt loops

• �Certified NFPA 1983: 2017 Standard on Life Safety 
Rope and Equipment for Emergency Services

• �Lightweight: 0.6 lbs ± 0.2

INNOTEX®

ESCAPE BELT

INTEGRATED CLASS II HARNESS


